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Nachrüstkit Tyscor V 2 zu VS 2
Die folgenden Informationen sind eine Ergänzung zur Montage- und 
Gebrauchsanweisung des Gerätes.

Grundsätzlich ist zusätzlich die Montage- und Gebrauchsanweisung des 
Gerätes zu beachten, in der wichtige Informationen wie z. B. 
Sicherheitshinweise, Aufstellung, elektrischer Anschluss, Desinfektion, 
Reinigung, etc. beschrieben sind.

Nachrüstungen dürfen nur von einer qualifizierten Fachkraft oder 
unserem Kundendienst ausgeführt werden.

Lieferumfang

Folgende Artikel sind im Lieferumfang enthalten (Abweichungen durch 
länderspezifische Vorschriften und Einfuhrbestimmungen möglich): 
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–– Rohr

–– Schlauchanschluss

–– Gummimuffe

–– Verschluss

–– Schutzkappe

–– Vaseline

–– Silikonkautschuk

–– Schlauchschelle

–– Separierstufe

–– Typenschild

–– Anleitung Tyscor VS 2

–– Schlauchanschluss Kit

–– Schlauch

Benötigte Werkzeuge

–– Schraubendreher T20

–– Schraubendreher T30

–– Schraubendreher PH1

 

 

  Installation

Vor Arbeiten am Gerät oder bei Gefahr spannungsfrei schalten (z. B. Netzstecker ziehen).

Zur Vermeidung von Infektionen Schutzausrüstung tragen (z. B. flüssigkeitsdichte Schutzhandschuhe, Schutzbrille, Mundschutz)

V 2 nachrüsten siehe Reparaturvideo unter www.duerrdental.net.
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X9	 Hallsensor zur Drehzahlüberwachung des Motors

X10	Spannungsversorgung für Motor mm

X15	Jumper mm

•	Stecker X9 verbinden.

•	Stecker X10 verbinden.

•	Stecker X15 trennen.

Wartungs- und Reparaturanleitung
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Tyscor V 2 to VS 2 retrofit kit
The following information is supplementary to the appliance Installation and 
Operating Instructions.

Always refer to the Installation and Operating Instructions of the appropriate 
appliance in which important information is detailed, e. g. Safety Instruc-
tions, Set-up, Electrical Connections, Disinfection, Cleaning, etc.

Refittings may only be carried out by a suitably qualified technician 
or one of our own service technicians.

Delivery Contents

The following articles are included in the scope of delivery (possible varia-
tions due to country-specific conditions and/or import regulations): 
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–– Tube

–– Hose connection

–– Rubber bushing

–– Seal

–– Protective cap

–– Vaseline

–– Silicone rubber

–– Hose clip

–– Separating stage

–– Model identification plate

–– Tyscor VS 2 manual

–– Hose connection kit

–– Hose

Required tools

–– Screwdriver T20

–– Screwdriver T30

–– Screwdriver PH1

 

 

  Installation

Prior to working on the appliance or in case of danger, disconnect it from the mains (e. g. pull the plug).

To avoid any danger of infection protective clothing should be worn (e. g. protective gloves, goggles, mask)

For V 2 retrofitting, see repair video at www.duerrdental.net.
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X9	 Hall sensor for monitoring the motor speed

X10	Supply voltage for motor mm

X15	Jumper mm

•	Connect X9 connector.

•	Connect X10 connector.

•	Disconnect X15 connector.

Maintenance and repair instructions
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